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Microtunneling Operating System AVN250-1200T Herrenknecht, fully serviced with warranty 
 

 

       
 
 
For Sale & For Rent 
 
 
C20- Operating Container   
Original Herrenknecht system     
Container 4200mm x 2450mm x 2800mm    
Voltage 480V60Hz or 400V50Hz  Installed Power 323KW Supply 630A 
1000 L tank ( Double Cooling)   
A4V125 with 90 KW   
37 KW Pump for Main & IJS stations   
2 x IJS hydraulics   
Oil cooler    
Heating in operating room    
Compressor ECO4 - 220V   
Feed pump Schneider Mx eco 55KW     Socket 125A 5 
pin.   
Slurry pump Machine Schneider Mx eco 45KW  Socket 125A 5pin. 
Slurry pump Shaft Schneider Mx eco 45KW  Socket 125A 4pin. 
Visualzation Language: German-English-Spanish   
Siemens PLC S7-400   
UNS with ELS-HWL-GNS  CAN Bus Length Encoder (7pin.) 
PC Kontron Cube   
Operation  37 pin and 24 pin (Multipin Orange)   
Flow Meter (Feed and Slurry) Integral DN125   
Interlock   
Bentonite Pump Power Supply Socket 63A 5 pin (Fuse 25A) 
Prepared for Window Aircon 25A   

 

mailto:info@down2earth.com
http://www.down2earth.com/

