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Microtunneling Schauenburg slurry Separation plant MAB500

Schauenburg slurry separation plant MAB500, with a flow capacity 500 m3/h

We offer a compact Schauenburg slurry separation plant MAB500.
Ideal for microtunnelling machines up to DN3000.

For Sale & For Rent

A) TECHNICAL SPECIFICATIONS
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“';T;:rl:‘w MAB 100C5 | MAB 100C | MAB 150CE | MAB150C | MAB 220CE | MAB220C | MABI0OC | MAB4ORC | MARSDOC
Capacity miih) 40100 40 - 100 100 - 150 100 - 150 150 . 220 150 - 220 220 - 300 300 - 208 400 - 500
Soligs capacity Irh # 20 ¥ 0 &0 62 75 100 125
|Screen area m* 1o 30 10 10 4.0 410 48 64 a4
Dewatering area m* 26 28 28 28 34 14 4.5 56 58
Hydrocycions stage HE-1
Pump P KW 15.0 a0 120 an.n 560 .0
Cyclones Ma, 1 1 1 1 2 2
el Diameter i 480 460 460 ELo] 460 469
Hydrocyclone stage HZ-2
Pump P2 Lo 185 185 300 30 ira ro 450 T5.0 0
Cyclones Ha 1 F 3 3 ] L] & 8 10
Inmer Dsamabar mm 150 150 150 150 150 150 15 150 150
Weight | T a1 76 B3 10,7 1.5 182 173 178
Tolal capacily L1 28,8 41,5 i a0 A &7 %] 138 173




